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Simplicity Through
Innovation

AX Hybrid PRO Series

HYBRID
INTRUSION

Professional and Innovative Alarm System that
Suits Every Need




AX Hybrid PRO Series

HYBRID INTRUSION ALARM SYSTEM

Effective verification with
expanded flexibility

Stay informed via HD images or video clips, powered by
[VaaS technology Get instant alerts with wired
high-speed transmission powered by Speed-X
technology. Tackle more complicated scenarios with

ultra-long transmission distances.

Convenient reliability
you can trust

Find increased system reliability with a backup battery
supporting up to 36 hours of operation Secure data
transmissions with multiple communication methods
including LAN, Wi-Fi, PSTN, GPRS, and 3G/4G networks.
Safe data backup as the hybrid control panel supports

4-channel backup redundancy.

Comprehensive protection with both
wired and wireless detection

Flexible protection with a wide range of wired and
wireless detectors to choose from. Enjoy a higher level
of security as the system detects intrusions, fires, and

water and gas leaks at the very moment they happen.
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Full-scale security with convenient
mobile apps

With the Hik-Connect app for end-users, you can
manage your alarm system and other devices simply
using a smart phone. The Hik-Partner Pro app helps
installers supervise alarm systems & device status any
time from anywhere (with end user's authorization) Open
& easy integration with third-party monitoring software

used by alarm receiving centers.




Industry-Leading

INTRUSION ALARM TECHNOLOGIES

-~

Video Verification
Technology

Get instant and efficient
verification via video clips. IVaaS
technology links previously
separated CCTV and intrusion
alarm systems together on one
platform, sending one 7-second
event video clip via Hik-Connect
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or by email for timely verification.
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Wired Transmission
Technology

Users get more accurate alarms
with fewer false or missing
alarms.
+ 3D Optics Technology
* IFT Technology
« Digital Temperature
Compensation Technology
+ Broadband Sound
Detection Technology
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Hikvision demonstrates its dedication to
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Detection
Technology

Ensures fast, reliable and secure
wired transmission. Speed-X
technology allows up to 500 kB/s
wired transmission speeds. In
addition, users will enjoy the
ultra-long 900-meter
transmission distance. And in its
cascade-connection topology
mode, that distance extends up
to 5,400 meters.
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providing stable and Reliable Security for our
Customers Today and Tomorrow.

Output IN ouT IN
Expander
900 m
Upto 7 expanders in
every cascade line
Input IN ouT IN
Expander 900 m

Upto 5,400 m for each cascade line
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900 m

AX Hybrid PRO
IN Control Panel

900 m




AX Hybrid PRO

CONTROL PANEL

DS-PHA48-EP

A T

48 Zone Capacity

4 Keypads Supported

16 Areas Supported

8 Sounders Supported
3,000 Event Logs
Communication Path: LAN
(PSTN, GPRS, 3/46G optional)

DS-PHAB4-LP

A T

64 Zone Capacity

8 Keypads Supported

32 Areas Supported

16 Sounders Supported

3,000 Event Logs
Communication Path: LAN, Wi-Fi
(PSTN, GPRS, 3/4G optional)

> >
On-board IPC for Speed-X
7-sec. Video Technology

Verification
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Easy Onboard Onboard Camera EN Grade 2
Installation LAN and Wi-Fi Integration Approved

Arming TOOLS

Users can easily set the desired security mode, arm / disarm the alarm system,
and more, all via wired LCD keypad, wireless tag, and keyfob.
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LCD screen display (Sﬁ Up to 900 m
transmission

distance

Fire/Panic/Medical alarm key

2 on-board alarm inputs
L% Key combination

1 on-board alarm output customization

Built-in tag reader
Supports up to 64 keyfobs
Supports phone number, time display

Supports 433 MHz



Wired 1/0
EXPANDER

Take care of more complicated scenarios with ultra-long transmission distances.
In the cascade-connection mode, the transmission distance extends
up to 5,400 meters with up to 7 expanders.
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Wired Input Wired 4-Way Low Wired 4-Way

Expander Current relay Power relay

¥ 8on-board wired inputs = 4on-board low current Supports 4 on-board
and 2 outputs relays power relays

_._ Supports zone alarm, -€ 6-30VDC, upto5A @ Eachrelay can handle
tamper, masking current currentsup to 16 A
detection @ 1 poweroutput, up to

@ 1 power output for wired 500 mA current
detectors

The wireless receiver adds to the flexibility of the hybrid alarm system by
enabling connection between various wireless detectors and the
AX Hybrid PRO control panel.

)) Compatible with AX PRO series
e A (868MHz/433MHz)

%

Up to 1,700 m wireless
transmission distance

Up to 32 wireless detectors

Up to 4 wireless indoor sounders

> D>

Up to 8 wireless outdoor

sounders




Taking user habits into full consideration, the compact
AX Hybrid PRO panel delivers a friendly experience for everyone.

Power Switch

GPRS/46

LA

Battery Interface

¢ - LAN Interface
A |
V. ..
%
Reset Button l Tamper Switch
{‘JL e (R \';
7Ah Battery

*Note: Battery not included
in the control panel

s 64 B2 O 32

48 8§ 64 Zones

CMS Mobile APP Upto 32
Connectivity Connectivity Monitoring Monitoring Partitions
000 —
2 ¥y 3000
goooo
Remote LCD Keypad External 3000
Upgrade Connectivity Device Control

Log Memory



Full-Scale Security with
CONVENIENT SOFTWARE PLATFORMS

Hik-Partner Pro
for installers

The Hik-Partner Pro app helps
installers supervise alarm
systems & device status any

time from anywhere (with end
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Hik-Connect
for end-users

With the Hik-Connect app for
end-users, you can manage your
alarm system and other devices

simply using a smart phone.

HikCentral Professional
for professional security

HikCentral Professional helps
professionals integrate and
manage security systems on a

single platform.

user's authorization).

AX Hybrid PRO Series

ACCESSORIES

Smoke / Heat / Glass Break Magnetic
Multi Detectors Detectors Contact

PIR Motion Shock Panic / Emergency
Detectors Button

GSM & PSTN
Dialer & Modules

Shutter Magnetic
Contacts Sensors

Many More
Accessories

Indoor Outdoor
Hooter Hooter



AX PRO
WIRELESS INTRUSION

ALARM SYSTEM

= SIA DC09/CID Protocol
« LAN/WIFI/GPRS/3G/4G
= Up to 162 Peripherals

= Range Expander 2 or 4 nos.

= SMS § Alarm voice call

= Onboard IP Camera integration

= Tri-X & CAM-X Dual RF Chips

= Dual SIM Card Slots

= PIRCAM Motion Detectors

= Built-in Lithium Battery with 8 hr back up
= On-board Voice Prompt

»Plug & Use Mobile APP

IVaaS & Mobile APP

[Intrusion Verification as a Service)

With IVaaS a 7s video or GIF imaging from network cameras,
PIRCAM can be received via Hik-Connect or by Email for quick
verification of alarm-triggering events. Unified Mobile APP to

control, monitor and configure the AxPro



HIKVISION - AX PRO
MULTI-DIMENSIONAL DETECTORS

SMOKE MAGNETIC CONTACT
DETECTORS & CONVERTER

DS-PK1-E-WB / -»  DS-PDSMK-S-WB DS-PDMC-EG2-WB
DS-PK1-LT-WB

GLASS BREAK PIR
DETECTOR DETECTORS

PIRCAM
DETECTORS

DS-PDBG8-EG2-WB DS-PDP15P-EG2-WB
DS-PDD12P-EG2-WB

SLIM MAGNETIC GLASS BREAK §
CONTACT PIR DETECTOR
DS-PDMCS-EG2-WB DS-PDPG12P-EG2-WB 2715 DS-PDTPH-E-WB
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MAGNET SHOCK
DETECTOR

E-Y DS-PDPC12P-EG2-WB

TEMPERATURE &
HUMIDITY DETECTOR

|

AUTOMATION
SWITCH

DS-PDMCK-EG2-WB DS-PKF1-WB DS-PM1-01L-WB
DS-PM1-01H-WB

WATER LEAK
DETECTOR

INDOOR &
OUTDOOR SIREN

DS-PDWL-E-WB

DS-PDEB1-EG2-WB(B) DS-PS1-I-WB (RED)

- DS-PS1-E-WB (RED)




HIKVISION - AX PRO

Simplicity THROUGH INNOVATION

Video Verification

Using Video Verification, a /-second video or GIF
imaging can be sent to end-users via Hik-Con-
nect for timely verification when an alarm is trig-
gered
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Remote Monitoring
With Hik-Connect APP, end-users can manage
the whole alarm system remotely. The conve-
nient, user-friendly interface boosts efficiency.

Central Management for Installer

With  Hik-ProConnect, fast response from
installers and 24/7 cloud service combines to
create the most professional experience
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Smart ARC Solution

Aside from the standard SIA DCOS/CID protocol
for ARC integration, the AX PRO provides
super-fast and easy - to-use connection via IP
Receiver Pro, requiring no additional integration
effort or costs.

Reliable communications

AX PRO supports up to four communication modes: LAN, Wi-Fi, and two
SIM card slots to ensure stable and accurate transmission for alarms and




WIRED |

AL R r

GSM AUTODIALLER & DALONE '

puih

' = ARM, DISARM & BYPASS - INSTANT AND DELAY

= ON PANEL FIRE/PANIC/MEDICAL ALERT BUTTON

= ARMING SCHEDULES

= USER CREATION AND CHANGES

= DATE AND TIME SET

= ZONE CONFIGURATION (FIRE/PANIC/DELAY/INSTANT)
= GSM CONFIGURATION

= .0G RECORDS

DS-PHA12-EGP
12 ZONE WIRED PANEL
WITH
ON-BOARD GSM DIALER

DS-PHA12-EP
12 ZONE WIRED PANEL
WITH OUT
GSM SUPPORT

INTRUSION DETECTION & SE
RE-FOCUSED




WIRED INTRUSION ALARMS
TECHNICAL FEATURES

12 PHYSICAL ZONES ONBOARD 1 ADMIN ACCOUNT
9  USERS AND CONTROLLERS 2 PHYSICAL HOOTER/SOUNDER
9  INDEPENDENT AREAS/PARTITIONS 2 12V RELAYS FOR HOOTER & EDIALER

DS-PHA12-EGP DS-PHA12-EP
Phone call notification Supported using inbuilt Dialer Not supported
SMS notification Supported using inbuilt Dialer Not supported
Admin logins 1
User logins 9

Hardware features

SIM slot One Slot Not applicable
GPRS on board Supported using inbuilt Dialer Not supported

Tamper detection

available for Sensor connections, Front door and PCBA removal

Onboard battery backup support

Supported Supported

Electrical characteristics

Storage temperature -20°Cto 60°C
Battery type 12V 7AH
Power supply 100 to 240 VAC

Operation humidity

10% to 90%

Operation temperature

-10°Cto 55°C

Power consumption

DC15V, 30W

Power output

2, Total 12V 1A

Display

LED Indicator

Armed, Sounder, User, Zone, Intrusion Log, Entry/Exit, Panic, Fire, Tamper,
Power, Zonel to ZonelO

General

Dimension(WxHxD)

225 mm x198 mm x81.85 mm

Housing material ABS Plastic
Color White
Weight (without battery) 936 g 923 g

Device management

Alarm output

2 onboard Relays

Alarm input

12 wired zones onboard, 1 Onboard Panic Button

Keypad

1 onboard, 5 expandable

Sounder Output

2 onboard




WIRED INTRUSION ALARMS
SECURITY FEATURES

ON BOARD KEYPAD

12 ONBOARD ZONES

ONBOARD LED INDICATORS

SMOKE & PANIC ZONES

TAMPER ALERTS FOR SENSORS

WITH § WITHOUT GSM MODULE

STRONG ABS BODY

ONBOARD POWER SUPPLY

SMF BATTERY BACKUP

COMPACT & LIGHT WEIGHT

INTRUSION PANEL WITH
ALL SENSORS SUPPORTED




Standaone

SMOKE DETECTOR HF-S2

A B AR

MULTI SENSOR DETECTOR NP -FY200

APPLICATION AREA

LPG/PNG Detector

KEY SPECIFICATION

* Inbuilt Buzzer with 85 dB @ 3m.

+ Works on Photo electric Principal.

+ Support mute and reset locally.

* Alarm output: 1-ch.

 Battery life up to 3 years, 2900 mAh
« Certification: EN14604:2005

FEATURES

CElal

CE EN14604

+ Multi Sensor simultaneously sense Smoke and Heat

+ Dual-light sensing technology for reducing false alarm

caused by vapour.

+ Heat working with Fixed (57° C) and ROR (8°C/min) Principal.
* Inbuilt Buzzer with 85 dB @ 3m
+ Support mute and reset locally

» Supports  multiple alarm  types: low voltage

alarm, tampering alarm, maze dirty alarm.

83
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Small Shop, Residence area i.e Living room, Bedroom, Kitchen & Parking Area, Rental Properties, Commercial office,

Retrofit properties.

“Have regular audit / test of smoke and carbon monoxide detector”




HF-GM100

Standalone carbon monoxide (CO) detector rapidly detects carbon
monoxide, which is odorless, colorless, and poisonous, and it cannot be
detected by human senses.

( - STANDALONE CARBON
MONOXIDE GAS DETECTOR

HF-GM100
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KEY SPECIFICATION

+ High performance Figaro electrochemical sensor

- Battery Life: 5 years (AA x 2], easy to replace

+ 3-color LED indicator: Sound & LED flash alarm
(Yellow, Green, Red)

« Sound Level: Alarm indicating buzzer, sound level
2 85dB@3 m

+ Supports silence locally, self-check function to

verify whether the device is working properly

Common Symptoms of FEATURE

+ Reduce cabling cost.

Carbon Monoxide Poisoning

+ Audio Visual identification for alarm notification.
+ Test Button for function test.

+ Easy Installation and maintenance.

+ Cost Effective solution without control panel

+ Detector with Globally approved EN certification

APPLICATION AREA:

Underground Parking area, Residential area,Nursing
Home ,Hotel

“Do ensure to replace your standalone detector's batteries once low battery alarm is indicated.”




HF-GN110
HF-GP110

KEY SPECIFICATION

+ Long life Catalytic combustion type sensor

- Self-test, silence, signal query, and automatic time
adjustment

+ Alarm information with Inbuilt buzzer with 85 dB
sound

+ Potential Free Relay for Easy integration with Third

party product
HIKVISTON + Control of peripherals such as solenoid valves and

exhaust fans.

y . + Auto Silence facility
FEATURES
& @ Z S + Long life sensor up to 5 year.
12V e - Easy integration with VDP, Intrusion Alarm Fire
POWER SUPPLY 85 0B el

alarm System and Home Automation System.
INTEGRATED WITH - Wall Mounted detector with Easy installation
+ Detection as per NFPA 715 Standard

@ =

FIRE ALARM INTRUSION VDP SOLENOID HOME
SYSTEM ALARM VALVE AUTOMATION
SYSTEM

“If you encounter smoke during fire evacuation, stay low on floor and cover youir face with wet cloth”




THE RIGHT ACCESS

AT THE RIGHT TIME

Hikvision Access Control Products

FACE RECOGNITION
TERMINALS

= Al 8§ Deep Learning
Algorithm

= |nbuilt Web Browser
Interface

= Battery Backup Options

= Authenticate in Dark
Environment

= 3in

BOOM

BARRIERS

= DC Type Boom
Barrier

= Heavy Duty Design

= Compatible with

\
1-Face+Finger+Card
= WDR § Mask Detecti

4

o

MULTIDOOR
CONTROLLER

FINGERPRINT AND
RFID TERMINALS

= QOptical Fingerprint

Sensor

Battery Backup

Options

Fastest

Authentication Speed

= Finger + Card + PIN
Options

= |nbuilt Wi-Fi Options

ENTRANCE

CONTROL SYSTEMS

= Turnstile, Swing § Flap
Barrier

SUS304 Stainless Steel
Brushless Motors

ANPR/UHF Inbuilt Access Control
= 2.5 to 6 Meter Support 3rd Party Access
Telescopic Control
SOFTWARE OPTIONS -
SOFTWARE iVMS 4200 AC A HCP @ HIK-CONNECT 6 [
SOFTWARE TYPE Desktop (PC Based) Web Based (Server Based] Cloud Based Software
NO. OF USER Up to 2000 Up to 100000 Unlimited
NO. OF DOORS / DEVICES Up to 50 Up to 5000 Unlimited




Hikvision Speed Gates & Turnstiles
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Application Scenarios

— Swing Barrier Gates

» Quick access
» Flexible product options
« Adjustable lane width for various scenarios

Factory Office Scenario Educatlon Institution

o

Hospltal Hotel Residence Community

i

— Tripod Barrier Gates

+ Quick access
« Flexible product options
- Fixed lane width for appropriate scenarios

Scenic Area Public Park

— Flap Barrier Gates

» Enhanced accessing speeds

» High verification accuracy
» Regular lane width

‘ Train Station Airport Scenic Area




VValue Series for Distribution Markets

=

DS-K1T320 series DS-K1T321 series DS-K1T343 series
+ 2 MP camera + 2 MP camera + 2 MP camera
+ 2.4-inch non-touch screen + 2.4-inch non-touch screen * 4.3-inch touch screen
+ 500 face capacity + 500 face capacity + 1,500 face capacity
+ 1,000 card capacity + 3,000 card capacity + 3,000 card capacity
+ 100,000 event capacity + 150,000 event capacity + 150,000 event capacity
« TCP/IP, Wi-Fi, USB interface « TCP/IP, Wi-Fi, USB interface « TCP/IP, Wi-Fi,RS-485
+ 1,000 fingerprints (optional) - 3,000 fingerprints (optional) USB interface
Inbuilt Battery (DS-K1T320EFWX-B & Inbuilt Battery (DS-K1T321EFWX-B 8§ - 3,000 fingerprints (optional)
DS-K1T320MFWX-B) DS-K1T321MFWX-B)
DS-K1T342 series DS-K1T341C series
POE Optional

+ 2 MP camera + 2 MP camera

+ 4.3-inch touch screen * 4.3-inch touch screen
+ 1,500 face capacity - 3,000 face capacity
+ 3,000 card capacity + 3,000 card capacity
+ 150,000 event capacity

« TCP/IP, Wi-Fi, RS-485,USB interface, IP65

+ 150,000 event capacity
« TCP/IP, Wi-Fi, RS-485, USB interface

- Support POE (DS-K1T342M/EFWX- E1") + IPB5
- 3,000 fingerprints (optional) + 3,000 fingerprints (optionall
Pro Series for Project Markets
DS-K1T642 series DS-K1T671 series DS-K1T673 series
+ 2 MP camera + 2 MP WDR dual camera + 2 MP camera
+ 4.3-inch touch screen « 7-inch touch screen + 7-inch touch screen
- 6,000 face capacity - 6,000 face capacity -+ 10,000 face capacity
+ 10,000 card capacity * 6,000 card capacity + 50,000 card capacity
+ 150,000 event capacity - 50,000 event capacity + 150,000 event capacity
« TCP/IP, Wi-Fi, RS-485, « TCP/IP, RS-485, USB interface « TCP/IP, Wi-Fi, RS-485,
USB interface * P65 USB interface
- 5,000 fingerprints (optional + 5,000 Fingerprint is optional * IP6S

- 10,000 fingerprints (optional)



Ultra Series for Project Markets

DS-K1T671T series

+ 2 MP WDR dual camera

+ 7-inch touch screen

+ 50,000 face capacity

+ 5,000 card capacity

-+ 100,000 event capacity

« TCP/IP, RS-485, USB interface
* IPB5

+ Wi-Fi is optional

+ 5,000 Fingerprint is optional

w
s

DS-K1T673T series

+ 2 MP camera
« 7-inch touch screen
-+ 100,000 face capacity
+ 500,000 card capacity
+ 150,000 event capacity
« TCP/IP, Wi-Fi, RS-485,
USB interface
« IPB5
- 10,000 fingerprints (optionall

Ultra Series for Project Markets

DS-K1T981 series

(Iris Recognition Terminal)

+ 2 MP camera

+ 8-inch touch screen

+ 10,000 iris capacity

+ 100,000 face capacity

-+ 100,000 card capacity

+ 150,000 event capacity

« TCP/IP, Wi-Fi, RS-485,
USB interface

* IPB5

+ 5,000 fingerprints (optional

DS-K1T690 series

+ 2 MP camera

- 15.6-inch touch screen
- 100,000 face capacity
+ 150,000 card capacity
+ 150,000 event capacity

« TCP/IP, Wi-Fi, RS-485, USB interface

IP6S
- 10,000 fingerprints (optionall

DS-K1T680 series

+ 2 MP camera

+ 8-inch touch screen

- 100,000 face capacity
+ 100,000 card capacity
+ 150,000 event capacity
« TCP/IP, Wi-Fi, RS-485,

USB interface
+ IP65
+ 10,000 fingerprints (optional)

Face Recognition
Modules for Turnstiles

DS-K5671-ZV

+ 2 MP WDR dual camera
+ 7-inch touch screen

+ 50,000 face capacity

+ 20,000 event capacity
« TCP/IP, RS-485

+ IPB5

+ Supports 10 output and
Wiegand out



Tripod Turnstile

DS-K3G200(L)X series

+ MCBF - 2 Million

+ 60,000 cards & 180,000 events
(Optional

+ Allows over 35 persons/Min

+ Built-in controller and reader
(Optional

+ SUS304 stainless steel 1.0 mm

DS-K7F01-KIT-P1200

» Fence Lane For Turnstile

DS-K36501-S

DS-K3GS01(L)X series

+ MCBF - 3 Million

+ 60,000 cards & 180,000 events
(Optional

+ Allows over 35 persons/Min

« Built-in controller and reader

(Optional

+ SUS304 with 1.5 mm thickness + Empty Pedestal For Turnstile

Value Series Swing Barrier Gate

DS-K3B220(L)X Series

+ Brushless motor

R

MCBF - 3 Million

4 pairs of IR light detectors
Throughput: 20 to 60 persons /Min
SUS304 stainless steel 1.0 mm
Built-in controller and reader
(Optional)

Pro Series Swing Barrier Gate

DS-K3B501SX Series

AL

Servo Motor

MCBF - 6 Million

12 pairs of IR light detectors
Throughput: 20 to 60 persons /Min
SUS304 with 1.2 mm thickness

« Built-in controller and reader

(Optional)

DS-K3B411B(L)X Series

+ Brushless motor

+ MCBF - 3 Million

* 6 pairs of IR light detectors

« Throughput: 20 to 60 persons /Min

+ Built-in controller and reader
(Optionall

- SUS304 with 1.2 mm thickness

DS-K3B530(L)X Series

« Servo Motor

+ MCBF - 12 Million

+ 14 pairs of IR light detectors

« Throughput: 30 to 60 persons /Min

+ SUS304 with 1.5 mm thickness

+ Built-in controller and reader
(Optional



Ultra Series Swing Barrier Gate

DS-K3B801SX Series

- Servo Motor

+ MCBF - 8 Million

+ 24 pairs of IR light detectors

+ Throughput: 30 to 60 persons /Min

+ SUS304 with 2.0 mm thickness

+ Built-in controller and reader
(Optional)

Smart Series Swing Barrier Gate

DS-K3B631TX Series

- Servo Motor
MCBF - 12 Million

+ 20 pairs of IR light detectors

+ Throughput: 30 to 60 persons /Min
+ SUS304 with 1.5 mm thickness

+ Inbuilt Face Reader & Display

Flap Barrier Gate

AL L,

DS-K3Y220(L)X series DS-K3Y411X series

+ Brushless motor + Brush motor

+ MCBF - 3 Million + MCBF - 3 Million

* 4 pairs of IR light detectors + 6 pairs of IR light detectors

« Throughput: 20 to 60 persons /Min « Throughput: 30 to 60 persons /Min
+ SUS304 with 1.0 mm thickness + SUS304 with 1.0 mm thickness

+ Built-in controller and reader + Built-in controller and reader
(Optional)

Value Series Full Height Turnstile

DS-K3H4410-120 series

+ MCBF - 2 Million

« Throughput: 30 persons /Min

+ SUS304 stainless steel 1.2 mm
Stainless steel pipe 1.0 mm

+ Indoor/Outdoor

* No Inbuilt Controller
- Single Lane Turnstile

DS-K3B802X Series

« Servo Motor

+ MCBF - 8 Million

* 24 pairs of IR light detectors

« Throughput: 30 to 60 persons /Min

+ SUS304 with 2.0 mm thickness

+ Built-in controller and reader
(Optional)

+ Full Height Swing Barrier

DS-K3B961TX Series

+ Drive-direct servo motor

+ MCBF - 30 Million

+ 24 pairs of IR light detectors

« Throughput: 30 to 60 persons /Min
+ SUS304 with 2.0 mm thickness

+ Inbuilt Face Reader § Display

b
DS-K3Y501SX series

+ Servo motor

+ MCBF - 6 Million

« 12 pairs of IR light detectors

« Throughput: 30 to 80 persons /Min
+ SUS304 with 1.2 mm thickness

* Built-in controller and reader

DS-K3HA4420-120 series

+ MCBF - 2 Million

« Throughput: 30 persons /Min

+ SUS304 stainless steel 1.2 mm
Stainless steel pipe 1.0 mm

- Indoor/0Outdoor

+ No Inbuilt Controller

+ Double Lane Turnstile



Pro Series Full Height Turnstile

DS-K3H4411-120 series DS-K3H4421-120 series

+ MCBF - 3 Million

« Throughput: 30 persons /Min

+ SUS304 stainless steel 1.5 mm
Stainless steel pipe 1.2 mm

« Indoor/0Outdoor f

» No Inbuilt Controller

+ MCBF - 3 Million

« Throughput: 30 persons /Min

+ SUS304 stainless steel 1.5 mm
Stainless steel pipe 1.2 mm

« Indoor/0Outdoor

+ No Inbuilt Controller

+ Single Lane Turnstile + Double Lane Turnstile

P-Type Barrier (Barrier for Material/Wheel Chair)

s ‘ | Single Mode [ A
L) DS-K3BC411-RS | :

- .} M-Dm30
| + Door Material - Stainless Steel Pipe

Pair Mode + Lane width: 300mm
DS-K3BC4l11X Series DS-K3BCA430LX Series - Inbuilt Mifare Reader,

« Controller Need to order Separate
- 60,000 cards & 180,000 events + Brushless Motor
- 3M open/close operations « MCBF - 6 Million DS-K3BCA411-RS |
« Throughput: 20 to 60 persons/Min « Throughput: 20 to 60 persons /Min M-DPSU
« Built-in controller and reader + SUS304 Stainless Steel

+ Door Material - Acrylic Glass
» Lane width: 600mm
« Inbuilt Mifare Reader,

How to Order: - Cabinet + Power box
Doar wings + Controller +

Reader separatel
g v « Controller Need to order Separate

\Value Series Boom Barrier

DS-TMG4BO0-LA(3m) DS-TMG4BO-LA(4m) DS-TMG4BO-LA(6m) DS-TMG4B1-LA(2+2m])

« Barrier type: Middle speed * Barrier type: Middle speed * Barrier type: Middle speed * Barrier type: Middle speed

* Arm Length: 3m « Arm Length: 4m «Arm Length: 6m » Arm Length: 2+2m

* Rising Speed: 3s * Rising Speed: 3s *Rising Speed: 3s * Rising Speed: 3s

» Arm Form: Straight boom « Arm Form: Extensible boom « Arm Form: Extensible boom « Arm Form: 90°crank-arm
pole pole pole * Colar: Gray

- Color: Gray - Color: Gray - Color: Gray « Input power supply:

- Input power supply: « Input power supply: « Input power supply: 220V 50Hz

220V 50Hz 220V 50Hz 220V 50Hz































































